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Section|

MANUFACTURER'S NAME BO3YIY.-FINCH, INC., Subsidiary of USH Corporation.

sTREETADDRESS 20846 S. lormandie Ave. cnmsnwéANDzwcooe Torrance, Ca. 90502
EMERGENCY TELEPHONE NO. (21%) 320-6800 or (213) 775-3313%

PRODUCT CLASS Petrolegm Fluid MANUFACTURERS CODE IDENTIFICATION 999-504A

TRADE NAME BOSTIK

Sectien ll — HAZARDOUS INGREDIENTS

Tv VAPOR
INGREDIENT . PERCENTYT LE
» : pPM /M L PRESSURE

Petroleum Hydrocarbon Mixture 95 ~ 99 400 0.6 1

Butyl Cellusolve 1 -5 50 1.1

Dye Trace N.A.

Not Photochemically Reactive

Schedule B Commodity # 475.4560

Section Il — PHYSICAL DATA

BOILING RANGE  340°F - 484°F VAPOR DENSITY HEAVIER D LIGHTER. THAN AIR
EVAPORATICN RATE [:} FASTER :SLOWER.THAN ETHER gsF\XJgEEL\éOLATILiOO ::I;VAEIL(E(P’;IJ PER 6 5 Ibs

Section iV — FIRE AND EXPLOSION HAZARD DATA

poTcateGORY  Red Label, COMBUSTIBLE FLASH POINT 160°F Tag Closed Cup tee 0.6

EXTINGUISHING MEDIA Use carbon dioxide or dry chemical for small fires.
Use alcohol-iype foam for large fires.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Do not apply to hesated surfaces or in areas where
electrical sparks may be present.

SPECIAL FIRE FIGHTING PROCEDURES
Water may be ineffective ian fighting fires except in a {ine spray

to absorbd heat and protect undesmaged materizls. Use air-supplied

BOE-C6-0227098



